Diodos leds estandar

En nuestro catdlogo también disponemos de una completa seleccion
de leds de insercién y smd, ya sea para aplicaciones de senalizacién,
pilotaje de una funcién o las propias donde se requieren leds de muy alto
rendimiento.

En esta seccion encontrard diodos leds de tipo “pirana”, de 3 mm, 5 mm
y 10 mm en distintos todos de color y con varias luminosidades, asi como
versiones para montaje superficial SMD de tipo 0603, 0805 y 1206.

Asi mismo, disponemos de leds de 5 mm de didmetro con cinco chips
internos que constituyen los modelos que mds luminosidad ofrecen.

Standard leds

Our standard leds selection is one of the most complete range
available in market. Insertion and smd models are suitable for simple
applications or for highest ligthting level designs where powerful leds are
necessary.

Our list of models comprises insertion super-flux models, 3 mm, 5 mm and
10 mm leds, all of them available in different lighting rates. Also SMT models
in sizes as 0603, 0805 and 1206 are available in our product line. Besides,
multichip 5mm leds are best option for projects where highest lighting level
is necessary. Ultraviolet and infrared diodes are available too.

También estdn disponibles leds de emision ultravioleta e infrarrojos.

Led de senal estdndar

Standard signal leds

REFERENCIA CAPSULA LUMINOSIDAD  LONGITUD ANGULO CORRIENTE DE TENSION DE
Y COLOR (DIAMETRO) DE ONDA ALIMENTACION ALIMENTACION
PART NUMBER PACKAGE LUMINOUS WAVELENGTH VIEWING FORWARD FORWARD
AND COLOR INTENSITY ANGLE CURRENT VOLTAGE
BL-B5141 Qo 3 mm 10 med 700 nm 40° 20 mA 1,9~2,2 VDC
Cdpsula tintada difusa. BL-B2141 ) 3mm 40 med 568 nm 350 20 mA 1,9~2,2VDC
Diffused tinted lens.
BL-B3141 [ 3mm 30 med 585 nm 35° 20 mA 1,9~2,2 VDC
BL-B5134 [ 5mm 12 med 700 nm 350 20 mA 2,2~2,6 VDC
BL-B2134 ) 5 mm 80 mcd 568 nm 350 20 mA 2,2~2,6 V\DC
BL-B3134 @ 5 mm 70 med 585 nm 35° 20 mA 2,2~2,6 VDC

Led de senal especiales

Special signal leds

REFERENCIA CAPSULA LUMINOSIDAD T2 COLOR/ ANGULO CORRIENTE DE TENSION DE
Y COLOR (DIAMETRO) LONGITUD ALIMENTACION ALIMENTACION
DE ONDA
PART NUMBER PACKAGE  LUMINOUS CCT/ VIEWING FORWARD FORWARD
AND COLOR INTENSITY WAVELENGTH  ANGLE CURRENT VOLTAGE
RF-WWO3A3SWI2-B3 3mm 1300 mcd 5500k 45° 20 mA 3,2~4,0VDC
Cdpsula tintada difusa. RF-WWO03A3SRAT-B3 @ 3mm 120 med 630 nm 45° 20 mA 2,0~2,4VDC
Diffused tinted lens.
RF-WWO03A3sBB1-83 @ 3mm 270 mcd 475 nm 45° 20 mA 3,2~4,0VDC
RF-WWO03A35GI1-B3 @ 3mm 1000 mcd 525 nm 45° 20 mA 3,2~4,0VDC
RF-WWO3A3AYA1-B3 O 3 mm 120 mcd 595 nm 45° 20 mA 2,0~2,4VDC
RF-WWO5A3SWC2-B3 5mm 1000 mcd 5500k 45° 20 mA 3,2~4,0VDC
RFWWO5A3SRAT-B3 @ 5mm 120 med 630 nm 45° 20 mA 2,0~2,4VDC
RFWWO05A35BB1-83 @ 5mm 270 mcd 475 nm 45° 20 mA 3,2~4,0VDC
RFWWO05A35GI1-B3 @ 5mm 780 mcd 525 nm 45° 20 mA 3,2~4,0VDC
RF-WWOBA3AYAT-B3 () 5 mm 120 med 595 nm 45° 20 mA 2,0~2,4VDC

Leds de alta luminosidad

Ultra bright leds

REFERENCIA CAPSULA LUMINOSIDAD T2 COLOR/ ANGULO CORRIENTE DE TENSION

Y COLOR (DIAMETRO) LONGITUD ALIMENTACION DE

DE ONDA ALIMENTACION

PART NUMBER PACKAGE  LUMINOUS CCT/ VIEWING FORWARD FORWARD

AND COLOR INTENSITY WAVELENGTH  ANGLE CURRENT VOLTAGE
RF-WWO3A3SWQ4-N2 3mm 6300 mcd 5500k 250 20 mA 3,2~4,0VDC
S;f,f’:,“'c‘.’;;‘iT;ﬁS’e"‘e' RF-WWO03A3SRN4-32 @ 3 mm 3000 mcd 630 nm 40° 20 mA 2,0~2,4VDC
' RF-WWO03A3SRQ4-N2 @ 3mm 3700 mcd 630 nm 250 20 mA 2,0~2,4 VDC
RF-WWO03A3SBI4-N2 @ 3mm 1700 mcd 475 nm 250 20 mA 3,2~4,0VDC
RF-WW03A3SBQ4-N2 @ 3mm 2200 mcd 475 nm 25° 20 mA 3,2~4,0VDC
RFWWO3A35GG4-N2 @ 3mm 4900 mcd 525 nm 250 20 mA 3,2~4,0 VDC
RF-WWO3A3AYQ4-N2 () 3mm 4900 mcd 595 nm 150 20 mA 2,0~2,4 VDC

Note: We have a wider led range with models of different specifications and lighting
rating. Check with our sales department for more information.

Nota: Contamos con una gama de diodos leds mds extensa con modelos de
distintas caracteristicas y niveles de luminosidad. Consulte con nuestro departamento
comercial para ampliar informacién.

@ Ambar / Amber
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Standard leds

Ultra bright leds

Diodos leds estadndar

Leds de alta luminosidad

CAPSULA
(DIAMETRO)

REFERENCIA
Y COLOR

PART NUMBER
AND COLOR

PACKAGE

LUMINOSIDAD

LUMINOUS
INTENSITY

T¢ COLOR/ ANGULO
LONGITUD
DE ONDA

CCT/ VIEWING
WAVELENGTH ANGLE

CORRIENTE DE
ALIMENTACION

FORWARD
CURRENT

TENSION DE
ALIMENTACION

FORWARD
VOLTAGE

RF-WWO5A3SWT4-N 5mm | 30000 mcd | 5500k-7000k 150 20 mA 3,2~4,0 vdc

\fvgfesrug e'::?;ﬁ:fen'e- RF-WWO5A3SWQ4-N 5mm 23400 mcd | 5500k-7000k 150 20 mA 3,2~4,0 vdc
RFWWO05C3SWQ4-N1 5mm 18000 mcd | 5500k-7000k 250 20 mA 3,2~4,0 vdc
UE-LR500WWOQ-1XB-005 () 5 mm 16500 mcd 4000k 150 20 mA 3,2~4,0 vdc
RFWWO5A3SRP4-N () 5mm 10600 mcd 630 nm 150 20 mA 2,0~2,4 vdc
UE-LR500NBO-1XB-LUV @ 5mm 16500 med 470 nm 150 20 mA 3,2~4,0vdc
RF-WWO5A35BQ4-N () 5 mm 6300 mcd 475 nm 15° 20 mA 3,2~4,0 vdc
RF-WWO5A3SBE1-N2 o 5mm 3000 mcd 475 nm 25° 20 mA 3,2~4,0 vdc
RFWWO05A3GBGA4-N () 5mm 8200 mcd 505 nm 150 20 mA 3,2~4,0 vdc
RF-WWO5A3GBG4-N2 () 5 mm 8000 mcd 505 nm 250 20 mA 3,2~4,0vdc
RF-WW05A35GQ4-N ' 5 mm 18000 mcd 525 nm 15° 20 mA 3,2~4,0 vdc
RFWWO5A3AYP4-N Qo 5mm 10600 mcd 595 nm 150 20 mA 2,0~2,4 vdc
RF-WWO5A3SYF4-N (0] 5mm 3700 mcd 593 nm 150 20 mA 2,0~2,4 vdc
RF-WWOSB3AYE4-B1 (0] 5mm 2800 mcd 595 nm 350 20 mA 2,0~2,4 vdc
RF-WWO5A30YF4-N @ 5mm 2800 mcd 610nm 150 20 mA 2,0~2,4 vdc
RF-WWO5A3PRQ4-N ! 5 mm 6300 mcd Rosa / Pink 150 20 mA 3,2~4,0 vdc

Leds 5mm de alto rendimiento multichip

Multichip 5mm high efficiency leds

REFERENCIA CAPSULA LUMINOSIDAD T2 COLOR/ ANGULO CORRIENTEDE  TENSION DE
Y COLOR (DIAMETRO) LONGITUD ALIMENTACION ALIMENTACION
DE ONDA

PART NUMBER PACKAGE  LUMINOUS CCT/ VIEWING FORWARD FORWARD

AND COLOR FLUX WAVELENGTH  ANGLE CURRENT VOLTAGE

RF-WWMO5A35WUQ4-B1-P 5mm 161m | 5500k-7000k 350 100mA | 3,2~4,0vdc

5;3,?;“':.’ ;;T;ggfe"‘e- RF-WWMO05A35RUQ4-B1-N @ 5mm 5Im | 625-630 nm 350 100 mA 2,2~2,8 vdc
' RF-WWMO5A35BUQ4-B1-P - @ 5mm 3Im|  465-475 nm 350 100mA  3,2~4,0vdc
RF-WWMO05A35GUQ4-81-G @ 5 mm 6Im | 515-525 nm 350 100mA | 3,2~4,0 vdc

RF-WWMO5A35YUQ4-B1-N O 5 mm 5Im 585-595 nm 35° 100 mA 2,2~2,8 vdc

CAPSULA
(DIAMETRO)

REFERENCIA
Y COLOR

PART NUMBER
AND COLOR

PACKAGE

LUMINOSIDAD

LUMINOUS
FLUX

T¢ COLOR/ ANGULO
LONGITUD

DE ONDA

CCT1/
WAVELENGTH

VIEWING
ANGLE

CORRIENTE DE
ALIMENTACION

FORWARD
CURRENT

TENSION DE
ALIMENTACION

FORWARD
VOLTAGE

RF-WWMOSG35WWF4-W1-P 4.8 mm 161m| 5500k-7000k 350 100mA|  32~40vdc
Cdpsula transparente. RF-WWMO5G35RWF4-W1-N . 4.8 mm 5Im 625-630 nm 350 100 mA 2,2~2,8 vdc
Water clear [ens. RF-WWMO5G35BWFA-W1-P @ 4.8 mm 3Im | 465-475nm 350 100mA|  3,2~4,0vdc
RF-WWM05G35GWFAWT-G@ 4.8 mm 6Im|  515-525 nm 350 100mA|  32-40vdc
RF-WWMO5G35YWFAW1-N O 4.8 mm 5Im | 585-595 nm 350 100mA|  2,2~2,8vdc

Leds 10mm de alta luminosidad

10mm ultra bright leds

REFERENCIA CAPSULA LUMINOSIDAD T2 COLOR/ ANGULO CORRIENTEDE  TENSION DE
Y COLOR (DIAMETRO) LONGITUD ALIMENTACION ALIMENTACION
DE ONDA

PART NUMBER PACKAGE LUMINOUS CCT/ VIEWING FORWARD FORWARD

AND COLOR INTENSITY WAVELENGTH ANGLE CURRENT VOLTAGE

RF-WW10A3SWQ4-N2 10mm | 13800 mcd | 5500k-7000k 25° 20mA | 3,2-4,0VDC

@gfesru's ;;?T;;;:renre. RF-WW10A3SRP4-N2 () 10mm| 13800 mcd 630 nm 250 20mA | 2,0~2,4VDC
' RF-WW10A33BQ4-N2 L ) 10mm 4900 med 475 nm 25° 20mA|  3,2~4,0VDC
RF-WW10A35GQ4-N2 () 10mm| 13800 med 520 nm 25° 20mA|  3,2~4,0VDC

RF-WW10A3AYC4-N2 Q 10 mm 6300 med 595 nm 250 20mA|  2,0~2,4VDC

Nota: Contamos con una gama de diodos leds mds extensa con modelos de
distintas caracteristicas y niveles de luminosidad. Consulte con nuestro departamento

comercial para ampliar informacién.

Blanco frio / Natural white €

Blanco cdlido / Warm white

@ Rojo/Red

@ Azul/ Blue

Note: We have a wider led range with models of different specifications and lighting

rating. Check with our sales department for more information.
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@ Verde / Green

@ Ambar / Amber

@ Naranja / Orange

@ Rosa / Pink



Diodos leds estadndar

Leds intermitentes

Standard leds

Blinking leds

REFERENCIA CAPSULA  LUMINOSIDAD LONGITUD DE  CORRIENTE DE TENSION DE

Y COLOR (DIAMETRO) ONDA  ALIMENTACION  ALIMENTACION

PART NUMBER PACKAGE LUMINOUS  WAVELENGTH FORWARD FORWARD

AND COLOR INTENSITY CURRENT VOLTAGE

RF-WWO3A7SRC4-2.4 @ 3 mm 120 med 630 nm 20 mA 3,5VDC

\fvgf’esfge'g?;ﬁ:fen'e- RF-WWO03A7SBC4-2.4 @ 3mm 600 mcd 475 nm 20 mA 3,5 VDC
RF-WWO03A75GC4-2.4 @ 3 mm 1300 mcd 525 nm 20 mA 3,5VDC

RF-WWO3A7AYCA-2.4 () 3 mm 120 med 595 nm 20 mA 3,5VDC
RFWWO5A7SRC4-2.4 @ 5 mm 270 mcd 630 nm 20 mA 3,5VDC

RFWWO5A7SBC4-2.4 @ 5 mm 1300 mcd 475nm 20 mA 3,5VDC

RF-WW05A75GC4-2.4 @ 5 mm 2800 mcd 525 nm 20 mA 3.5VDC

RF-WWOSA7AYCA-2.4 O | 5 mm 270 mcd 595 nm 20 mA | 3,5 VDC

Leds bicolores y multicolores

Multicolors leds

REFERENCIA CAPSULA LUMINOSIDAD LONGITUD CONEXION CORRIENTE DE TENSION !)E
Y COLOR (DIAMETRO) DE ONDA ALIMENTACION ALIMENTACION
PART NUMBER PACKAGE LUMINOUS WAVELENGTH CONNECTION FORWARD FORWARD
AND COLOR INTENSITY CURRENT VOLTAGE
5 mm 780/3700/ 630/525/ 2 patas 20 mA 3.5VDC
Cdpsula transparente. RF-WWOSA7SRBGEA - 270 mcd 475 nm 2 pins
Water clear lens.
5mm 400072000/ 630/525/ 4 patas 20mA| 2,4/4/4VDC
RF-WWO0sABSREGGA-P (D 6000 mcd 475 nm 4 pins
5 mm 1000/ 630/ 3 patas 20 mA 2,4/ 4VDC
REWWOSAISRGCAN @D 2800mcd 525 nm 3 pins

Leds ultravioletas

Ultraviolet leds

REFERENCIA CAPSULA  LONGITUD DE ANGULO  CORRIENTE DE TENSION DE

Y COLOR (DIAMETRO) ONDA ALIMENTACION  ALIMENTACION

PART NUMBER PACKAGE WAVELENGTH VIEWING FORWARD FORWARD

AND COLOR ANGLE CURRENT VOLTAGE

RF-WWO5A3SPE4-B3 . 5 mm 410 nm 45° 20 mA 3,2~4,0VDC
Cépsula ransparente. RFWWO5A3UVO4-N @ 5mm 390 nm 150 20 mA 3,2~4,0 VDC
Water clear lens.

RF-WWO05A3UPGA-N @ 5 mm 400 nm 150 20 mA 3,2~4,0 VDC

Leds infrarrojos

Infrared leds

REFERENCIA (;APSULA POTENCIA LONGITUD ANGULO CORRIENTE DE TENSION DE
Y COLOR (DIAMETRO) DISIPADA DE ONDA ALIMENTACION ALIMENTACION
PART NUMBER PACKAGE POWER WAVELENGTH VIEWING FORWARD FORWARD
DISSIPATION ANGLE CURRENT VOLTAGE
BIR-BM1331 3 mm 150 mw 940 nm 300 50mA | 1,560~2,00 VDC
Emisores cdpsula transparente. (Emisor) (Emitfter)
e e o rmiiaocc: | BIR BV 3E4G-2 5 mm 100 MW 940 nm 40° 50mA| 1,25~1,50 VDC
Dark lens for receivers. (Emisor) (Emitfer)
BPT-BP2931 3 mm 100 mw 940 nm 30° 650nA | 0,50~5,00 VDC
(Receptor) (Receiver)
BPT-BPO914 5mm 100 mW 940 nm 350 4mA | 0,50~5,00VDC
(Receptor) (Receiver)

Nota: Contamos con una gama de diodos leds mds extensa con modelos de
distintas caracteristicas y niveles de luminosidad. Consulte con nuestro departamento
comercial para ampliar informacién.

Note: We have a wider led range with models of different specifications and lighting
rating. Check with our sales department for more information.

@ Rojo/Red @ Azul/Blue @ Verde/Green @ Ambar/Amber @I RGB (ojo, verde, czul)/ RGB (red, green, biue) @) Bicolor (fojo, verde,)/ Bicolor (red, green) @ Ultravioleta / Ultraviolet
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Diodos leds estandar Standard leds

Leds piranas-superflux Superflux piranha leds

REFERENCIA '[IPO DE LUMINOSIDAD T2 COLOR/ ANGULO CORRIENTE TENSION pE

Y COLOR CAPSULA LONGITUD pE ALIMENTACION

DE ONDA ALIMENTACION

PART NUMBER PACKAGE LUMINOUS CCT/ VIEWING FORWARD FORWARD
AND COLOR INTENSITY WAVELENGTH ANGLE CURRENT VOLTAGE e

RF-WWO3V8SWP4-B1 ( Pirana / Piranha 8200 mcd . 5500k-7000k 90° 20 mA 3,2~4,0VDC
. RoHS
gldfsuki "ﬂTspweme- RF-WWO03V8SRN4-81 @ | Pirana / Piranha 1300 med | 625-630 nm 90° 20mA  2,0~2,4VDC

aier clear lens.

RF-WW03V8SBQ4-B1 . Pirana / Piranha 2800 mcd 465-475 nm 90° 20 mA 3,2~4,0VDC

RF-WW03V8SGQ4-B1 . Pirana / Piranha 1700 mcd 515-525 nm Q0° 20mA 3,2~4,0VDC

RF-WWO3V8AYN4-B1 O Pirana / Piranha 2200 mcd 585-595 nm Q0° 20mA 2,0~2,4VDC

Leds para montaje superficial (SMD) SMD Leds

REFERENCIA '[IPO DE LUMINOSIDAD T2 COLOR/ ANGULO CORRIENTE TENSION pE

Y COLOR CAPSULA LONGITUD pE ALIMENTACION

DE ONDA ALIMENTACION

PART NUMBER PACKAGE LUMINOUS CCT/ VIEWING FORWARD FORWARD

AND COLOR INTENSITY WAVELENGTH ANGLE CURRENT VOLTAGE

WW-WIS190TS-G ( SMD 0603 270 mcd . 5500k-7000k 140° 20 mA 3,2~4,0VDC

WW-OR190TS-E . SMD 0603 120 mcd 630 nm 140° 20 mA 2,0~2,4VDC

WW-BIS190TS-G . SMD 0603 125 mcd 475 nm 140° 20 mA 3.2~4,0VDC

WW-GIS190TS-G . SMD 0603 40 mcd 525 nm 140° 20 mA 3,2~4,0VDC

WW-YHS190TS-E O SMD 0603 80 mcd 595 nm 140° 20 mA 2,0~2,4VDC

REFERENCIA TIPO DE LUMINOSIDAD  T¢ COLOR/ ANGULO CORRIENTE TENSION DE
Y COLOR CAPSULA LONGITUD DE ALIMENTACION
DE ONDA ALIMENTACION
PART NUMBER PACKAGE LUMINOUS CCT/ VIEWING FORWARD FORWARD
AND COLOR INTENSITY WAVELENGTH ANGLE CURRENT VOLTAGE
WW-WIS170TS-N ( SMD 0805 350mecd | 5500k-7000k 140° 20 mA 3,2~4,0VDC
WW-OR170TS-B . SMD 0805 120 med 630 nm 140° 20 mA 2,0~2,4VDC
WW-BIS170TS-E . SMD 0805 135 mcd 475 nm 140° 20 mA 3,2~4,0VDC
WW-GIS170TS-G ' SMD 0805 40 med 525 nm 140° 20mA 3,2~4,0VDC
WW-YHS170TS-C O SMD 0805 70 mcd 595 nm 140° 20 mA 2,0~2,4VDC

REFERENCIA '[IPO DE LUMINOSIDAD T2 COLOR/ ANGULO CORRIENTE TENSION DE
Y COLOR CAPSULA LONGITUD DE ALIMENTACION
DE ONDA ALIMENTACION

PART NUMBER PACKAGE LUMINOUS CCT/ VIEWING FORWARD FORWARD
AND COLOR INTENSITY WAVELENGTH ANGLE CURRENT VOLTAGE
WW-WIS150TS-G ( SMD 1206 360 mcd | 5500k-7000k 140° 20 mA 3,2~4,0VDC
WW-0OR150TS-E . SMD 1206 130 med 630 nm 140° 20 mA 2,0~2,4VDC
WW-BIS150TS-E . SMD 1206 110 med 475 nm 140° 20 mA 3.2~4,0VDC
WW-GIS150TS-G . SMD 1206 40 mcd 525 nm 140° 20 mA 3,2~4,0VDC
WW-YHS150TS-E O SMD 1206 70 mcd 595 nm 140° 20 mA 2,0~2,4VDC

Nota: Contamos con una gama de diodos leds mds extensa con modelos de Note: We have a wider led range with models of different specifications and lighting

distintas caracteristicas y niveles de luminosidad. Consulte con nuestro departamento rating. Check with our sales department for more information.

comercial para ampliar informacién.

Blanco frio / Natural white @ Rojo/Red @ Azul/Blue @ Verde / Green @ Ambar / Amber
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